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Preliminary Landscape Plan
SCALE: 1" = 40' L101

Preliminary Landscape Plan

CODED NOTES

1. ALL EXISTING PLANTING TO BE PRESERVED UNLESS
OTHERWISE NOTED

2. PROPOSED SIGNAGE (SEE SIGNAGE EXHIBIT)

3. PLANTING BED

4. DETENTION BASIN

5. LAWN AREA

6. EXISTING LANDSCAPE MATERIAL TO BE
MODIFIED/SUPPLEMENTED TO CONFORM TO
PROPOSED WALL ALIGNMENT

0 20 40 80
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Columbus
100 Northwoods Blvd
Suite A
Columbus, Ohio 43235
p 614.255.3399

Cincinnati
10816 Millington Court
Suite 118
Cincinnati, Ohio 45242
p 919.853.7788

PODdesign.net

LANDSCAPING AND STORMWATER MANAGEMENT G.1.G
PARKING LOT SCREENING: THERE SHALL BE A 3-FOOT CONTINUOUS EVERGREEN HEDGE

BUFFERING, LANDSCAPING, OPEN SPACE AND/OR SCREENING COMMITMENTS
C2.04.D:  LANDSCAPE AREA: FOR EACH 100 SQUARE FEET OR FRACTION THEREOF, OF
VEHICULAR USE AREA, A MINIMUM TOTAL OF FIVE SQUARE FEET OF LANDSCAPE AREA
SHALL BE PROVIDED

VEHICULAR USE AREA: 180,695 SQ FT

180,695 / 100 =1,806 1,806 X 5 = 9,035

LANDSCAPE AREA REQUIRED: 9,035 SQ FT
LANDSCAPE AREA PROVIDED: 11,095 SQ FT

C2.04.E3:  MINIMUM TREES FOR GROUND COVERAGE OF STRUCTURES AND VEHICULAR
USE AREAS OVER 50,000 SQ FT: A MINIMUM OF ONE TREE FOR EVERY 5,000 SQ FT OF
GROUND COVERAGE, AND A TOTAL TREE PLANTING EQUAL TO TWENTY-FIVE INCHES PLUS
ONE-HALF INCH IN TREE TRUNK SIZE FOR EVERY 4,000 SQ FT OVER 50,000 SQ FT OF
GROUND COVERAGE.

STRUCTURE AND VEHICULAR USE AREAS: 258,415 SQ FT

258,415 / 5,000 = 51.7

TREES REQUIRED: 52 2.5" CAL. TREES
TREES PROVIDED: 52 2.5" CAL. TREES

CS.04.J:  IN ADDITION TO THE STREET TREE PLANTING, THERE SHALL BE A 100 FT
LANDSCAPE BUFFER ALONG DAVIDSON ROAD.  THIS BUFFER WILL BE PLANTED WITH A
MIXTURE OF DECIDUOUS SHADE AND ORNAMENTAL AND EVERGREEN TREES AT A RATE OF
8 TREES PER 100 LINEAL FT.

LENGTH OF DAVIDSON ROAD FRONTAGE: 503 LINEAR FT

503 / 100 = 5 5 X 8 = 40

TREES REQUIRED: 40
TREES PROVIDED: 40

LANDSCAPE REQUIREMENTS - HILLIARD, OHIO

P.U.D. GENERAL DEVELOPMENT STANDARDS

1129-5. GROUND SIGN FOR NON-RESIDENTIAL USES (SCHOOLS, PLACES OF WORSHIP,
PUBLIC BUILDINGS, PARKS AND SIMILAR USES
LOCATION: MINIMUM SETBACK OF 15 FEET FROM ALL PROPERTY LINES

C. EFFECTIVELY LANDSCAPED WITH EVERGREEN PLANT MATERIAL AND CONTINUOUSLY
MAINTAINED. THE MINIMUM LANDSCAPED AREA SHALL EXTEND AT LEAST THREE FEET
BEYOND THE BASE IN ALL DIRECTIONS.
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G raphic  Area
 Text Area

Text Area
Deliveries

G raphic  

0000

G raphic  Area

Welcome

G raphic  
G raphic  Area 

Double Sided Freeway Pylon

Primary Entry Pylon

Welcome Wall

Secondary Entry Pylon Directional Cube Directional Sign

A

B

F

C D E

G raphic  Area

Base Foundation:
• To match architectural material

Sign Footer:
• Recessed transition between sign cabinet 

and base foundation
• 6” Reveal
• Painted Dark Gray

 Light Box:
• Internally illuminated aluminum sign box
• Painted White
• 15” Letter height 
• Accent Color vinyl color field letters and arrow graphic  

knocked-out of field
• Message and border illuminates white on Accent Color field 

at night

Primary Sign Cabinet:
• Internally illuminated aluminum sign box
• Aluminum panel
• Painted White

Logo / Brand Area:
• Push through acrylic graphic, colors conform to brand 

during the day, illuminates white at night

Secondary Sign Cabinet:
• Aluminum paneling
• Painted Accent Color
• Concealed LED light source casts a halo perimeter glow 

onto Accent Color field at left and top edges

16’-10”5’

16’-4”4’

15’-2”2’-2”

22
’ -

 6
”

17’-4”

G raphic  Area

7’-10”

4’
-5

”

18
”

1’
-2

 1
/2

”

4 1/8” Metal Arcd Blade:
• Surface Mounted
• Painted Accent Color

Stone Wall:
• To match architecture
• Etched cross design into wall

Logo / Brand Area:
• Dimensional, reverse channel LED internally illuminated 

letters and symbol, white halo edge glow around 
graphic at night

Welcome Message:
• Dimensional metal letters

Primary Sign Cabinet:
• Internally illuminated aluminum sign box
• Aluminum panel
• Painted White

Secondary Sign Cabinet:
• Aluminum paneling
• Painted Accent Color
• Concealed LED light source casts a halo perimeter 

glow onto Accent Color field at left and top edges

Light Box:
• Internally illuminated aluminum sign box
• Painted White
• 10” Letter height 
• Accent Color vinyl color field letters and arrow graphic  

knocked-out of field
• Message and border illuminates white on Accent Color 

field at night

Address Numerals:
12” Letter height 

Push through acrylic letters, black during the day,  
illuminates white at night

Base Foundation:
• To match architectural material

Sign Footer:
• Recessed transition between sign cabinet and base 

foundation
• 1 3/4” Reveal
• Painted Dark Gray

Logo / Brand Area:
• Push through acrylic graphic, colors conform to brand 

during the day, illuminates white at night

0000

G raphic  Area

8’-10 1/2”30 3/8”

9’24”

8’-9”13 1/4”

11’-0”
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5”
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”

34
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24
”

22
 3
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”

Primary Sign Cabinet:
• Internally illuminated aluminum sign box
• Aluminum panel
• Painted White

Secondary Sign Cabinet:
• Aluminum paneling
• Painted Accent Color
• Concealed LED light source casts a halo perimeter 

glow onto Accent Color field at left and top edges

Light Box:
• Internally illuminated aluminum sign box
• Painted White
• 4.5” Letter height 
• Accent Color vinyl color field letters and arrow graphic  

knocked-out of field
• Message and border illuminates white on Accent Color 

field at night

Base Foundation:
• To match architectural material

Logo / Brand Area:
• Push through acrylic graphic, colors conform to brand 

during the day, illuminates white at night

Sign Footer:
• Recessed transition between sign cabinet and base 

foundation
• 1 3/4” Reveal
• Painted Dark Gray
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Text Area
Text Area
Deliveries

G raphic  

Primary Sign Cabinet:
• Internally illuminated aluminum sign box
• Aluminum panel
• Painted White
• 3 1/8” Letter height

Secondary Sign Cabinet:
• Aluminum paneling
• Painted Accent Color
• Concealed LED light source casts a halo perimeter 

glow onto Accent Color field at left and top edges

Base Foundation:
• To match architectural material

Sign Footer:
• Recessed transition between sign cabinet and 

base foundation
• 2” Reveal
• Painted Dark Gray

 Messaging and Arrows:
• 3” Letter height 
• Reflective Vinyl, white
• Accent Color vinyl color field

4’-6”

10
’

9’
-8

 1
/2

”

4’-3”

 Messaging and Arrows:
• 3” Letter height 
• Reflective Vinyl, white
• Accent Color vinyl color field

Primary Sign Panel:
• Aluminum paneling to match architec-

tural material

Directional Messaging and Arrows:
• 2.75” Letter height,
• Reflective Vinyl, black

Secondary Sign Panel:
• Painted Accent Color

Aluminum Post:
• Painted Accent Color

3’-11”

3’-7” 2”

5’
-8

”

36
”

32
”

40’

L102Signage Plan
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LEVEL 1
100' - 0"

LEVEL 2
114' - 8"

1 2 3 4 5 6 7 8 9

T.O. ROOF
127' - 8"

T.O. PARAPET
130' - 8"

T.O. TOWER
133' - 2"

3.0 3.6

4.2

MOBHOSPITAL

6.0L.35.04.34.03.72.72.12.01.0

STONE VENEER

STONE VENEER PARTY WALL

CURTAIN WALL GLAZING SYSTEM W/
SPANDREL (SHOWN HATCHED)

STONE VENEER
CANOPY COLUMN

METAL MECHANICAL SCREEN METAL PANEL SYSTEM

CURTAIN WALL GLAZING

BRICK VENEER

BUILDING SIGN / ADRESS;
LED ILLUMINATED CHANNEL LETTERS

BRAKE METAL
COPING CAP

BRICK VENEER

BRICK VENEER

BRAND LOGO SIGN W/ NAME SIGN BELOW;
LED ILLUMINATED CHANNEL LETTERS & LOGO

LOGO SIGN & BUILDING SIGN;
LED ILLUMINATED CHANNEL
LOGO & LETTERS

BRICK VENEER

METAL PANEL SCREEN (BEYOND)

STONE VENEER

CURTAIN WALL GLAZING SYSTEM

METAL PANEL DRIVE-UNDER CANOPY SPANDREL GLAZING

PEDESTRIAN METAL PANEL CANOPY

7' - 4"30' - 0"30' - 0"30' - 0"30' - 0"30' - 0"30' - 0"30' - 0"30' - 0"3' - 6"32' - 0"32' - 0"32' - 0"30' - 0"36' - 0"35' - 8"

7.0

21' - 8"4' - 0" 10' - 0"10' - 0" 4' - 0"
10' - 5"

BUILDING
ENTRANCE SIGN;
LED ILLUMINATED
CHANNEL LETTERS

CANOPY SIGN;
LED ILLUMINATED
CHANNEL LETTERS

ILLUMINATED BUILDING SIGN

LEVEL 2
114' - 8"

E D C B A

T.O. ROOF
127' - 8"

T.O. PARAPET
130' - 8"

T.O. TOWER
133' - 2"

T.O. SIGN TOWER
144' - 0"

E.8 A.0B.0C.0D.0E.0F.0G.0

CURTAIN WALL GLAZING SYSTEM

BRICK VENEER METAL PANEL SYSTEM

STONE VENEER PARTY WALL

BRANDING LOGO SIGN; LED ILLUMINATED CHANNEL LOGO

PUNCHED WINDOW OPENING

STONE SILL

STOREFRONT GLAZING

BRICK VENEER

MECHANICAL METAL SCREEN

MAIN ENTRY DRIVE-
UNDER CANOPY

STONE VENEER
COLUMN WRAP

METAL STRUCTURAL
CANOPY SUPPORT

METAL PANEL CANOPY

LOADING DOCK BRICK VENEER

BRICK VENEER

TRASH ENCLOSURE BULK OXYGEN TANK
STORAGE ENCLOSURE

STONE VENEER

METAL COPING

30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 25' - 9" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 34' - 0"

6
' -

 8
" 

T
Y

P
.

TYP.

5' - 0"

BRAND LOGO SIGN;
LED ILLUMINATED CHANNEL
LOGO

BASIS OF DESIGN:

MANUFACTURER - BELDEN BRICK COMPANY
STYLE/COLOR NAME - JEWEL BLEND OR SIMILAR
TEXTURE - SANDED VELOUR
SIZE - MODULAR ( 3-5/8" W x 2-1/4" H x 11-5/8" L)

BRICK VENEER #1  (PRIMARY)
BASIS OF DESIGN:

MANUFACTURER - ARRISCRAFT
STYLE/COLOR NAME - RENAISSANCE / SUNSET
TEXTURE - SMOOTH AND SPLIT-FACE
SIZE - VARIES ( 3-5/8" W x VARIES H x 23-5/8" L)

STONE VENEER
BASIS OF DESIGN:

MANUFACTURER - ALCOA / REYNOBOND
STYLE - COLOR WELD 500
COLOR - CADET GREY
SIZE - VARIES, SEE ELEVATION

METAL PANEL
BASIS OF DESIGN:

MANUFACTURER - PPG
STYLE - SOLABAN
GLAZING COLOR - Z50
SIZE - VARIES, SEE ELEVATION

GLAZING
BASIS OF DESIGN:

MANUFACTURER - KAWNEER
STYLE - 1600T / 451 T
GLAZING COLOR - #17 CLEAR ANODIZED
SIZE - VARIES, SEE ELEVATION

CURTAIN WALL / STOREFRONT

MATERIAL SELECTION LEGEND

BASIS OF DESIGN:

MANUFACTURER - BELDEN BRICK COMPANY
STYLE/COLOR NAME - TBD FROM RED / BROWN LINE
TEXTURE - SANDED VELOUR
SIZE - MODULAR ( 3-5/8" W x 2-1/4" H x 11-5/8" L)

BRICK VENEER #2 (ACCENT)

DATE:

PHASE:

COMM. NO.

SHEET NO.:SHEET TITLE:

PREPARED BY:

PREPARED FOR:

614 785.0505
614 785.0202

1466 Manning  Parkway Powell, OH 43065
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BUILDING ELEVATIONS &
MATERIALS A300

BRITTON / DAVIDSON PROPERTY

ADDRESS LINE 1
ADDRESS LINE 2

0 16' - 0" 32' - 0" 48' - 0"
A BRITTON PARKWAY ELEVATION

0 16' - 0" 32' - 0" 48' - 0"
B CLARA CIRCLE ELEVATION

NO. DATE DESCRIPTION



E.8

TOP OF TOWER
144' - 0"

TOP OF SCREEN WALL
134' - 0"

TOP OF ROTUNDA
125' - 4"

ROOF PLAN
116' - 8"

GROUND FLOOR PLAN
100' - 0"

A.0 B.0 C.0 D.0 E.0 F.0 G.0 G.6 H.0 H.4 I.0 G.7 J.0 K.0 K.5 L.0 M.0

ACM METAL PANEL SCREEN WALL

BRICK VENEER

METAL PANEL SYSTEM

DRIVE-UNDER METAL PANEL CANOPY

BRICK VENEER

STONE VENEER

CURTAIN WALL GLAZING

METAL PANEL

CANOPY

BRICK VENEER STOREFRONT WINDOWS

STOREFRONT SCREEN WALL WITH SPANDREL GLAZING

STONE VENEER PART WALL (BEYOND)

STONE VENEER

BRANDING LOGO W/ NAME SIGN;
LED ILLUMINATED CHANNEL LOGO
& LETTERS

VERTICAL OR HORIZTONAL EMERGENCY
SIGN; LED ILLUMINATED CHANNEL LETTERS

34' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 19' - 0" 11' - 0" 10' - 8" 25' - 4" 13' - 4" 18' - 8" 16' - 0" 21' - 4" 14' - 8" 19' - 4"

353' - 4"

STOREFRONT WINDOWS

METAL SCREEN WALL (BEYOND)
LETTER SIGN;
LED ILLUMINATED
CHANNEL LETTERS

LOGO SIGN & BUILDING SIGN;
LED ILLUMINATED CHANNEL LOGO & LETTERS

LETTER SIGN;
LED ILLUMINATED CHANNEL LETTERS

LEVEL 1
100' - 0"

LEVEL 2
114' - 8"

123456789

T.O. ROOF
127' - 8"

T.O. PARAPET
130' - 8"

T.O. TOWER
133' - 2"

3.06.0 L.3 5.0 4.3 4.0 3.7 2.7 2.1 2.0 1.0

TOP OF TOWER
144' - 0"

TOP OF TOWER
144' - 0"

CURTAIN WALL GLAZING SYSTEM BRICK VENEER

METAL PANEL SYSTEM

STONE VENEER PARTY WALL

PUNCHED WINDOW
OPENING

STONE SILL

STOREFRONT GLAZING

BRICK VENEERMECHANICAL METAL SCREEN

STOREFRONT GLAZING

SPANDREL GLAZING

STONE VENEERBRICK VENEER

METAL PANEL SCREEN WALL

DRIVE-UNDER CANOPY
W/ METAL PANEL

METAL PANEL SYSTEM (BEYOND)

STOREFRONT GLAZING (BEYOND)

METAL PANEL SYSTEM

LOADING DOCK SCREEN

SPANDEL GLAZING

METAL COPING

SPANDREL GLAZING

BRICK VENEER;
DESIGNED PATTERN

7.0

30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 30' - 0" 33' - 6" 32' - 0" 32' - 0" 32' - 0" 30' - 0" 36' - 0" 35' - 8"

TYP.

5' - 0"

6
' -

 8
" 

T
Y

P
.

BRAND LOGO SIGN;
LED ILLUMINATED CHANNEL LOGO

BASIS OF DESIGN:

MANUFACTURER - BELDEN BRICK COMPANY
STYLE/COLOR NAME - JEWEL BLEND OR SIMILAR
TEXTURE - SANDED VELOUR
SIZE - MODULAR ( 3-5/8" W x 2-1/4" H x 11-5/8" L)

BRICK VENEER #1  (PRIMARY)
BASIS OF DESIGN:

MANUFACTURER - ARRISCRAFT
STYLE/COLOR NAME - RENAISSANCE / SUNSET
TEXTURE - SMOOTH AND SPLIT-FACE
SIZE - VARIES ( 3-5/8" W x VARIES H x 23-5/8" L)

STONE VENEER
BASIS OF DESIGN:

MANUFACTURER - ALCOA / REYNOBOND
STYLE - COLOR WELD 500
COLOR - CADET GREY
SIZE - VARIES, SEE ELEVATION

METAL PANEL
BASIS OF DESIGN:

MANUFACTURER - PPG
STYLE - SOLABAN
GLAZING COLOR - Z50
SIZE - VARIES, SEE ELEVATION

GLAZING
BASIS OF DESIGN:

MANUFACTURER - KAWNEER
STYLE - 1600T / 451 T
GLAZING COLOR - #17 CLEAR ANODIZED
SIZE - VARIES, SEE ELEVATION

CURTAIN WALL / STOREFRONT

MATERIAL SELECTION LEGEND

BASIS OF DESIGN:

MANUFACTURER - BELDEN BRICK COMPANY
STYLE/COLOR NAME - TBD FROM RED / BROWN LINE
TEXTURE - SANDED VELOUR
SIZE - MODULAR ( 3-5/8" W x 2-1/4" H x 11-5/8" L)

BRICK VENEER #2 (ACCENT)

DATE:

PHASE:

COMM. NO.

SHEET NO.:SHEET TITLE:

PREPARED BY:

PREPARED FOR:

614 785.0505
614 785.0202

1466 Manning  Parkway Powell, OH 43065
www.daviswince.com
.

tel
fax

REVISIONS

NOT FOR

CONSTRUCTION

03/31/2016

FINAL ZONING
PACKAGE

2015.062

BUILDING ELEVATIONS &
MATERIALS A301

BRITTON / DAVIDSON PROPERTY

ADDRESS LINE 1
ADDRESS LINE 2

0 16' - 0" 32' - 0" 48' - 0"
A DAVIDSON ROAD ELEVATION

0 16' - 0" 32' - 0" 48' - 0"
B EAST ELEVATION

NO. DATE DESCRIPTION









P1B

P1B

P1B

P1B

P1B

P1

P1A

P1B

P1B

P1B

P1A

P1A

P1

P1

P3

P3

P3

P3

P4

P4

P1C

P1C

P2A

P2A

P2

P2

P2

R5 R5 R5

R5 R5 R5

R5 R5

R5 R5

R5

R5

R5

R5

0.4

0.6

0.4

0.2

0.3

0.5

0.9

0.9

0.8

0.4

0.7

1.2

1.3

1.4

1.7

1.9

2.6

2.5

2.5

3.0

2.6

1.2

0.8

0.6

0.5

0.5

0.6

0.6

0.6

3.4

3.2

3.1

1.3

1.6

2.1

2.6

2.4

2.9

2.7

2.6

3.0

2.2

1.4

1.0

0.8

0.9

1.2

1.1

1.3

1.3

1.3

1.5

1.4

3.4

3.2

3.0

1.2

1.3

1.4

1.9

2.7

3.6

2.9

3.1

2.8

3.4

2.9

2.5

1.7

1.0

0.8

1.2

1.8

1.9

1.8

1.9

1.9

2.0

2.0

1.7

3.3

3.5

3.1

1.6

1.5

1.5

1.5

1.6

2.1

3.0

3.1

3.2

7.0

8.0

3.9

3.3

3.1

2.0

1.2

0.9

1.2

1.7

2.2

2.3

2.2

2.0

2.1

2.2

1.8

1.3

2.6

3.0

3.5

3.6

3.2

2.6

2.2

2.4

2.0

1.7

1.6

1.7

2.3

3.3

3.6

3.8

9.3

9.9

4.0

3.9

3.6

2.3

1.4

1.1

1.2

1.8

2.2

2.2

2.0

1.7

1.9

2.0

1.9

1.5

0.8

0.5

0.3

1.7

1.7

1.7

2.1

3.2

4.0

3.6

3.4

3.1

2.5

3.4

2.7

2.0

1.7

1.8

2.4

3.6

4.6

5.2

4.0

4.6

4.9

5.5

4.1

2.7

1.7

1.2

1.2

1.6

2.0

2.0

1.7

1.4

1.6

1.9

2.0

1.6

1.2

0.8

0.6

0.6

0.9

1.2

1.8

2.5

2.3

2.4

2.8

2.3

3.1

2.8

2.0

1.6

1.6

2.0

3.0

3.8

4.0

2.9

3.2

2.9

2.6

2.7

2.1

1.7

1.9

2.5

3.5

5.0

5.6

4.4

4.5

4.5

4.9

3.5

2.4

1.7

1.3

1.2

1.6

2.0

2.1

1.8

1.6

1.8

2.0

2.2

2.0

1.7

1.4

1.2

0.8

0.7

0.9

0.9

1.3

1.9

2.8

3.2

2.2

2.9

2.5

2.9

2.6

2.0

1.6

1.6

1.9

2.8

3.0

2.8

5.7

11.0

4.0

2.2

2.6

2.2

1.8

2.0

2.3

2.7

3.5

4.2

4.0

3.8

3.6

3.4

2.6

2.2

1.6

1.1

1.1

1.6

1.9

2.1

2.0

1.9

2.0

2.2

2.4

2.3

1.8

1.9

1.8

1.5

1.8

1.7

1.4

0.9

0.9

1.2

1.9

2.3

2.1

4.4

8.7

4.2

2.2

2.5

2.1

1.6

1.5

1.9

2.6

2.9

2.6

3.8

4.4

3.1

2.7

2.8

2.3

1.8

1.8

2.1

2.5

2.5

2.8

2.6

2.4

2.3

2.2

2.0

1.7

1.3

0.9

0.9

1.3

1.9

2.1

2.0

1.9

1.9

2.0

2.3

2.4

2.4

2.8

2.7

1.5

1.8

2.4

2.5

2.6

1.7

1.0

0.9

1.2

1.9

2.3

2.1

3.6

5.1

3.3

2.3

2.6

2.1

1.6

1.6

1.8

2.3

3.1

3.7

2.4

3.3

2.4

3.3

3.1

2.3

1.8

1.6

1.7

1.9

2.0

1.9

1.7

1.5

1.5

1.4

1.5

1.3

1.0

0.8

0.8

1.3

1.8

1.6

1.6

1.4

1.4

1.6

1.6

1.9

2.1

2.6

2.1

2.2

6.4

2.1

2.4

2.8

2.9

1.9

1.0

0.9

1.1

1.8

2.6

3.3

2.2

3.0

2.2

3.3

3.1

2.2

1.7

1.6

1.7

2.1

2.8

2.8

2.4

2.7

2.5

2.3

2.2

1.8

1.6

1.5

1.4

1.5

1.5

1.4

1.2

1.1

1.1

1.1

1.1

1.1

0.9

0.7

0.7

0.9

1.1

1.0

1.0

0.9

0.9

1.1

1.1

1.2

1.7

2.2

1.9

1.9

3.1

3.0

2.9

3.1

2.0

1.1

0.9

1.1

1.6

2.4

2.6

2.2

2.6

2.4

2.3

2.3

1.8

1.6

1.5

1.6

1.7

1.8

2.0

1.9

1.9

1.9

1.7

1.6

1.5

1.5

1.3

1.2

1.3

1.3

1.1

1.0

0.9

0.9

1.0

1.0

1.0

0.9

0.8

0.7

0.7

0.6

0.7

0.8

0.8

0.9

1.0

1.2

1.4

1.6

2.0

2.3

2.7

1.7

2.6

2.8

2.9

2.0

1.0

0.8

1.0

1.3

1.5

1.8

1.8

1.9

1.8

1.7

1.5

1.5

1.4

1.4

1.4

1.5

1.4

1.5

1.3

1.2

1.2

1.2

1.3

1.2

1.2

1.1

1.1

1.2

1.3

1.2

1.1

1.0

1.0

1.1

1.2

1.2

1.0

0.9

0.8

0.8

1.1

1.1

1.2

1.3

1.4

1.6

1.6

2.1

1.9

1.8

2.3

2.8

1.9

1.4

2.3

2.4

2.5

1.7

1.0

0.8

0.9

1.1

1.0

1.2

1.2

1.1

1.1

1.1

1.2

1.1

1.1

1.1

1.1

1.1

1.2

1.2

1.0

0.9

0.9

1.0

1.1

1.2

1.1

1.1

1.2

1.3

1.5

1.5

1.4

1.4

1.4

1.5

1.7

1.6

1.4

1.1

0.9

1.2

1.8

1.8

1.8

1.9

1.9

2.1

2.2

2.3

1.9

1.6

1.7

1.8

1.6

1.1

1.9

1.8

1.5

1.2

0.9

0.7

0.7

0.7

0.8

0.9

0.8

0.7

0.7

0.8

0.9

0.9

0.9

0.9

0.9

1.0

1.1

1.1

1.0

0.9

0.9

1.1

1.2

1.3

1.2

1.3

1.4

1.7

1.9

2.1

2.1

2.1

2.2

2.3

2.4

2.1

2.0

1.4

1.0

1.2

1.8

2.2

2.4

2.4

2.2

2.4

2.5

2.2

1.9

1.6

1.4

1.2

1.1

0.8

1.4

1.4

1.1

0.7

0.5

0.6

0.5

0.6

0.6

0.6

0.5

0.5

0.5

0.6

0.7

0.8

0.8

0.9

0.9

1.1

1.2

1.3

1.2

1.2

1.3

1.4

1.5

1.5

1.6

1.6

1.7

2.1

2.5

2.8

3.3

3.5

3.6

3.6

3.7

2.7

2.2

1.7

1.3

1.3

1.7

2.2

2.3

2.2

2.1

2.1

2.3

2.3

1.9

1.5

1.2

0.9

0.8

0.5

1.1

1.2

1.0

0.6

0.5

0.5

0.5

0.5

0.6

0.6

0.5

0.4

0.5

0.6

0.7

0.9

0.9

0.9

1.1

1.4

1.5

1.5

1.7

1.9

2.0

2.0

2.0

1.9

1.9

1.8

1.9

2.3

2.8

4.0

4.8

4.5

4.5

4.5

5.3

4.2

2.8

1.9

1.2

1.2

1.6

2.1

2.2

1.9

1.5

1.7

2.1

2.1

1.8

1.4

1.1

0.8

0.8

1.1

1.1

1.1

0.6

0.5

0.5

0.5

0.6

0.6

0.7

0.6

0.6

0.6

0.8

0.9

1.0

1.0

1.1

1.3

1.5

1.7

2.2

2.4

2.4

2.8

2.4

2.8

2.8

2.2

1.9

2.0

2.5

3.4

4.9

6.0

4.3

4.8

4.4

5.5

4.4

2.9

1.7

1.2

1.1

1.5

1.9

2.1

1.9

1.6

1.7

2.1

2.3

2.1

1.6

1.3

1.0

0.9

1.1

1.2

1.2

0.7

0.5

0.5

0.6

0.7

0.8

0.9

1.0

1.0

1.0

1.2

1.3

1.3

1.4

1.4

1.4

1.6

2.1

3.0

3.4

2.3

3.2

2.3

3.5

3.0

2.3

1.8

1.8

2.2

3.2

4.4

4.3

5.0

9.0

5.9

3.6

3.7

2.8

1.7

1.1

1.0

1.5

1.9

2.1

1.9

1.9

1.9

2.1

2.3

2.2

1.8

1.5

1.5

1.4

1.3

1.3

1.4

0.9

0.6

0.8

0.8

0.9

1.1

1.2

1.5

1.6

1.8

1.9

1.8

1.8

1.7

1.6

1.5

1.6

2.1

2.7

2.4

3.0

4.9

4.1

2.3

2.6

2.3

1.8

1.7

2.0

2.9

3.8

3.7

5.4

14.2

6.5

3.3

3.3

2.6

1.6

1.0

1.0

1.2

1.8

2.2

2.1

2.0

2.0

2.1

2.4

2.5

2.1

1.9

2.1

1.9

1.7

1.8

1.7

1.4

1.3

0.9

0.9

1.1

1.3

1.7

2.1

2.1

2.5

2.4

2.5

2.8

2.2

1.7

1.6

1.6

2.1

2.5

2.2

3.7

9.0

5.4

2.3

2.5

2.3

1.7

1.6

1.8

2.7

3.5

3.2

3.4

3.7

2.9

3.5

3.2

2.3

1.5

1.0

0.9

1.3

1.9

1.8

1.8

1.6

1.6

1.7

1.8

2.1

2.1

2.7

3.2

2.0

1.5

2.2

2.4

2.6

1.8

1.1

0.9

1.1

1.6

2.5

3.2

2.3

2.8

2.2

3.2

3.1

2.4

1.8

1.6

1.7

2.0

2.6

2.7

2.8

2.8

2.3

3.3

3.2

2.4

1.8

1.6

1.9

2.7

3.5

3.9

2.9

3.2

2.9

2.6

2.8

2.0

1.4

1.0

0.9

1.1

1.5

1.5

1.5

1.2

1.0

1.1

1.2

1.3

1.7

2.3

2.3

2.0

4.6

2.7

2.8

3.0

2.2

1.2

0.9

1.0

1.6

2.3

2.5

2.7

4.0

4.2

2.4

2.4

2.5

2.0

1.8

1.8

2.0

2.7

3.2

2.4

2.8

2.7

2.4

2.8

2.2

1.7

1.6

2.4

3.1

3.0

3.2

2.5

2.5

2.3

2.0

1.8

1.4

1.2

1.0

1.2

4.1

2.5

3.2

7.7

1.0

0.6

0.6

0.7

0.9

1.4

2.0

2.0

1.9

3.8

2.4

2.8

3.2

2.4

1.4

0.9

1.1

1.6

2.3

2.1

2.8

8.1

7.4

2.7

2.3

2.6

2.1

1.9

2.2

2.3

2.2

2.3

2.1

2.2

2.1

1.9

1.9

1.6

1.6

2.1

3.2

3.5

3.0

2.6

1.8

1.6

1.5

1.4

1.3

1.0

0.9

0.8

1.2

5.2

2.7

2.1

3.1

0.9

0.5

0.5

0.6

0.8

1.2

1.8

2.4

2.9

1.8

2.4

2.7

3.0

2.4

1.4

1.0

1.1

1.5

2.2

2.5

2.8

2.6

2.7

2.9

3.3

2.6

2.2

2.0

2.4

3.0

2.9

2.1

1.6

1.5

1.5

1.5

1.5

1.4

1.6

2.5

3.2

3.1

2.4

1.6

1.1

1.0

0.9

0.9

0.9

0.7

0.6

0.6

1.0

4.6

4.5

2.6

11.5

1.1

0.4

0.4

0.5

0.8

1.1

1.7

2.6

3.0

2.2

2.5

2.6

2.6

2.3

1.4

1.2

1.3

1.6

2.2

3.1

2.7

2.5

2.8

2.3

2.8

2.4

1.9

2.2

2.6

3.1

3.4

2.8

1.7

1.3

2.3

2.5

2.3

6.7

2.0

2.1

2.5

2.6

1.9

1.1

0.8

0.6

0.5

0.6

0.5

0.6

0.5

0.5

0.8

2.5

2.2

1.1

1.5

0.6

0.4

0.4

0.5

0.8

1.1

1.5

1.8

2.2

2.0

1.9

2.2

2.1

1.8

1.5

1.2

1.5

1.7

1.8

2.2

2.1

2.2

2.2

2.0

1.9

1.5

1.5

1.6

1.6

3.2

2.7

2.5

1.9

1.5

5.1

5.4

2.2

5.7

2.1

1.5

1.8

1.2

0.8

0.7

0.6

0.5

0.4

0.4

0.4

0.5

0.4

0.4

0.4

0.3

0.4

0.3

0.4

0.4

0.5

0.7

1.0

1.4

1.6

1.7

1.7

1.5

2.0

2.1

2.0

1.3

1.0

1.1

1.7

2.1

1.6

1.4

1.5

1.5

1.4

1.4

1.3

1.1

1.1

1.0

1.3

2.4

2.0

2.0

1.3

1.3

2.7

4.6

2.1

10.6

2.3

1.2

1.1

0.7

0.6

0.5

0.3

0.3

0.7

0.9

1.2

1.5

1.7

1.7

1.7

0.2

0.3

0.4

0.6

0.7

0.8

0.9

0.9

0.9

1.1

1.0

1.3

1.3

1.7

2.6

2.8

2.5

2.4

2.0

1.3

0.9

0.8

1.3

2.6

1.6

1.1

1.0

0.9

0.8

0.8

0.8

0.9

0.8

0.8

0.8

0.8

1.0

1.3

1.1

1.0

2.6

4.8

1.5

3.3

1.5

0.5

0.4

0.5

0.5

0.7

0.8

1.0

1.3

1.6

2.0

2.3

1.9

1.4

0.5

0.5

0.4

0.3

0.7

0.9

0.9

0.8

0.4

0.5

0.8

0.9

1.0

1.0

1.2

1.4

1.7

1.9

3.3

3.8

2.7

2.9

2.8

4.0

2.8

2.6

2.4

1.8

1.2

0.8

0.7

0.9

2.7

1.7

1.0

0.7

0.6

0.5

0.6

0.6

0.7

0.7

0.6

0.7

0.6

0.5

0.6

0.6

0.7

0.8

0.8

0.6

0.7

0.9

1.2

1.7

2.4

3.1

2.2

1.4

1.2

1.4

1.7

2.6

2.3

1.8

1.8

2.3

3.1

1.9

1.7

1.5

1.2

1.1

1.1

1.4

1.8

1.8

1.9

2.1

4.3

3.6

3.9

2.5

2.3

2.0

1.6

1.2

0.9

0.6

0.7

1.1

3.5

1.9

0.9

0.6

0.5

0.5

0.5

0.6

0.6

0.7

0.5

0.6

0.8

1.1

1.5

2.2

2.1

2.0

3.4

1.5

1.8

2.0

2.6

3.1

3.2

3.1

3.3

2.6

2.0

1.9

1.6

1.1

0.8

0.8

0.7

0.6

0.6

0.5

0.6

1.2

3.0

2.2

0.8

0.5

0.6

0.8

1.0

1.5

2.1

1.9

2.1

5.2

1.4

1.6

1.9

2.2

3.3

0.4

0.5

0.5

0.6

1.0

3.9

1.9

0.9

0.5

0.7

0.9

1.1

1.5

2.2

2.5

2.7

1.7

0.4

0.5

0.5

0.7

0.7

2.1

1.8

0.7

0.4

0.7

1.4

1.8

2.6

1.7

2.3

3.0

2.4

1.8

0.6

0.8

0.9

1.0

2.3

1.3

0.6

1.2

9.3

6.3

9.5

2.0

1.8

2.3

2.1

1.7

1.0

1.2

1.2

1.5

1.9

1.2

0.6

4.8

5.7

10.9

2.2

1.8

1.9

1.9

1.5

1.5

1.8

1.8

1.7

1.6

1.0

0.6

3.5

4.5

5.7

2.3

1.8

1.9

2.0

1.7

1.7

2.3

2.8

2.2

1.5

0.9

0.6

0.4

4.5

8.2

10.4

2.3

1.8

2.3

2.5

2.0

1.5

1.7

2.6

2.4

2.1

1.5

0.9

0.6

0.4

1.3

1.3

1.4

1.8

2.7

3.2

1.9

1.5

5.3

2.0

1.9

2.1

1.6

1.1

0.7

0.5

0.9

1.1

1.6

2.3

2.0

2.2

4.6

3.2

1.9

2.1

2.1

1.6

1.4

0.9

0.5

0.7

1.0

1.5

2.1

1.9

2.1

4.1

1.4

2.2

3.0

2.2

1.7

1.9

1.3

0.7

0.6

0.6

0.6

0.6

0.4

0.2

0.2

0.2

1.0

1.4

2.1

2.6

2.8

1.5

1.4

1.8

2.2

1.7

1.4

2.3

1.9

0.8

0.6

0.5

0.5

0.4

0.4

0.4

0.5

0.6

0.6

0.6

0.7

0.7

0.7

0.6

0.3

0.3

0.2

0.2

1.4

2.1

2.8

2.3

1.8

1.3

1.4

1.2

1.3

2.4

2.1

1.0

0.7

0.5

0.5

0.6

0.7

1.0

1.3

1.4

1.5

1.3

1.3

0.9

0.7

0.6

0.6

0.5

0.6

0.6

0.7

0.8

0.9

0.9

0.9

0.7

0.4

0.3

0.2

0.2

1.6

1.9

1.9

1.5

0.8

1.0

0.9

1.1

2.2

3.2

1.1

0.8

0.7

0.7

1.0

1.5

2.2

2.5

3.1

3.6

2.8

2.2

2.1

1.4

1.1

0.9

0.8

0.8

0.9

1.0

1.1

1.2

1.2

1.1

0.9

0.5

0.3

0.3

0.2

0.1

1.4

1.5

1.5

1.2

0.4

0.6

0.7

1.0

1.7

3.9

1.7

1.0

1.0

1.0

1.2

1.5

1.4

1.3

1.5

1.4

1.1

1.0

1.5

1.6

1.4

1.3

1.2

1.2

1.3

1.3

1.5

1.7

1.6

1.5

1.3

0.6

0.6

0.4

0.2

0.1

0.1

0.9

1.1

1.3

1.5

1.6

1.3

0.5

0.8

1.6

2.3

1.6

1.2

1.1

1.1

1.1

1.2

1.3

1.2

1.2

1.0

0.8

0.8

1.1

1.3

1.6

1.8

1.9

1.9

2.0

2.0

1.8

2.0

2.2

2.2

1.9

1.7

1.0

0.5

0.2

0.1

0.1

0.9

1.2

1.4

1.6

1.9

1.7

0.4

0.5

1.2

2.3

1.6

1.3

1.4

1.5

1.6

1.7

1.9

1.4

1.2

0.9

0.8

0.8

1.0

1.3

2.2

2.5

2.2

2.1

2.8

2.8

2.1

1.7

2.5

2.6

2.6

2.4

1.3

0.5

0.2

0.1

0.1

0.8

1.1

1.5

2.2

2.6

2.1

1.6

0.5

1.4

2.1

1.5

1.7

2.2

2.1

2.1

2.3

2.7

1.9

1.3

1.0

0.8

0.8

1.1

1.5

2.3

3.1

1.8

1.8

2.8

2.3

2.9

2.6

2.9

2.8

1.5

0.5

0.2

0.1

0.1

0.8

1.1

1.7

2.5

3.3

2.3

1.7

1.2

1.5

1.3

2.0

2.9

2.2

1.6

2.0

2.8

1.9

1.3

0.8

0.6

0.6

0.8

1.3

1.8

1.7

2.5

4.5

2.1

1.9

3.1

3.0

3.0

2.9

1.7

0.6

0.2

0.1

0.7

1.0

1.6

2.3

2.2

2.3

5.1

2.0

2.2

2.9

2.5

1.6

1.6

1.1

0.6

0.4

0.4

0.6

2.6

2.8

2.8

1.7

0.7

0.2

0.1

1.0

1.6

2.4

2.4

2.3

4.1

1.5

1.5

2.4

2.4

2.4

1.5

0.7

0.3

0.2

1.0

1.6

2.6

3.4

3.3

1.7

1.9

1.8

1.4

0.9

0.6

0.3

0.2

1.0

1.8

2.9

3.7

2.9

1.9

1.5

1.4

1.1

0.5

0.3

0.3

0.2

1.0

1.9

2.8

3.1

2.4

1.5

1.3

1.3

1.1

0.4

0.3

0.2

0.2

2.7

2.7

1.8

1.3

1.3

1.2

0.5

0.3

0.2

0.2

0.2

2.4

3.5

1.5

1.4

1.3

1.3

0.6

0.3

0.4

0.2

0.2

2.4

4.2

0.9

1.7

1.7

1.6

1.0

1.0

0.5

0.2

0.1

4.2

2.8

1.2

1.9

2.2

2.2

2.3

1.3

0.5

0.2

0.1

3.4

2.7

1.1

2.6

2.7

2.7

1.6

0.6

0.2

0.1

4.5

2.7

1.1

2.2

2.8

3.0

1.9

0.8

0.2

0.1

2.5

3.9

0.9

2.2

2.6

2.9

1.9

1.9

3.3

1.2

2.5

2.5

2.5

2.0

1.0

1.8

1.9

1.7

1.8

1.0

1.3

1.4

1.1

1.2

0.9

0.4

1.0

0.9

0.8

0.6

0.8

0.7

0.7

0.6

0.4

0.4

0.4

0.3

0.1

P1A

APPROVED
TYPE
LAMP

VOLTAGE
FIXTURE

MANUFACTURERSNUMBER
FIXTURE FIXTURE DESCRIPTION

NOTES: FIXTURE NUMBER, LETTER PREFIX INDICATES TYPE OF MOUNTING AS FOLLOWS:  C-CEILING MOUNTED;
S-SUSPENDED; W-WALL MOUNTED; R-CEILING RECESSED; WR-WALL RECESSED; CV-COVE MOUNTED;
U-UNDERCABINET; P-POST; G-GROUND MOUNTED; X-UNIVERSAL MOUNTED; T-TRACK.  PARTIAL MODEL
NUMBERS MAY BE SHOWN AND ARE INTENDED TO INDICATE ACCEPTABLE MANUFACTURER'S PRODUCT LINE.
EXACT MODEL NUMBERS MEETING THE FIXTURE DESCRIPTION SHALL BE OBTAINED FROM MANUFACTURER'S
AGENTS.  ALL FIXTURES MAY NOT BE USED - REFER TO PLANS.  DIMENSIONS MAY VARY.  REFER TO
SPECIFICATIONS SECTIONS 26 51 13 FOR ADDITIONAL REQUIREMENTS SUCH AS FUSING, DIMMING BALLAST
AND MULTI-LEVEL SWITCHING REQUIREMENTS, ETC.  REFER TO DRAWINGS FOR FIXTURES CIRCUITED TO
DIMMERS (PROVIDE WITH DIMMING BALLASTS) AND SHOWN TO BE PROVIDED WITH MULTI-LEVEL CONTROL
(PROVIDE WITH DUAL BALLASTS).
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