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1. Wiring to be 600V type THWN Cu per the table below.

THOROUGHFARE
Typical
Cond. Cond. No. of Fixt Watt/ | Voltage
Size Material | Fixture | Spacing |Voltage Fixt Drop % Drop
#4 Cu 10 90 480 89 1.3 0.3%
15 90 480 89 2.9 0.6%
20 90 480 89 5.2 1.1%
#6 Cu 10 90 480 89 2.0 0.4%
15 90 480 89 4.4 0.9%
20 90 480 89 7.8 1.6%
#8 Cu 10 90 480 89 3.1 0.6%
15 90 480 89 6.9 1.4%
OLD HILLIARD
Typical
Cond. Cond. No. of Fixt Watt/ | Voltage
Size Material | Fixture | Spacing |Voltage Fixt Drop % Drop
H#4 Cu 10 90 240 75 2.5 1.0%
15 90 240 75 5.6 2.3%
#6 Cu 10 90 240 75 2.5 1.0%
15 90 240 75 5.6 2.3%
#8 Cu 10 90 240 75 2.5 1.0%
15 90 240 75 5.6 2.3%
RESIDENTIAL
Typical
Cond. Cond. No. of Fixt Watt/ | Voltage
Size Material | Fixture | Spacing |Voltage Fixt Drop % Drop
#8 Cu 3 150 120 80 0.5 0.4%
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