S:\Public Service - Engineering\Hilliard Standards\Drawings\ACAD\Street Lighting 9-1-15.dwg, 9/18/2015 7:41:05 AM

Notes:

1. General Description: LED Roadway Fixture, 4000K color temperature.

2. Housing: One piece die cast aluminum integral heat sink. Meet 2G vibration per ANSI

C136.32—-2001.

3. Finish: Corrosion resistant polyester powder paint, minimum of 2.0 mil thick. Black or Dark

Bronze.

4. Mounting: Slipfitter with +/— 5 degree of adjustment for leveling. Adjustable for 14"—2"

mounting pipe.
5. Labeling: UL listed for wet locations.
6. Distribution: Structured LED array optimized for roadway photometric distribution.
7. Approved Manufacturer: G.E. EANA LED Roadway Light, or approved equal.
*Voltage: 480V
8. Lamp: Rated L75 at 50,000 hours.
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9. Cable: Provide #12 THWN, stranded copper 600V, 90 degrees Celsius conductors. Wire to
luminaire. Secure pole wiring with cable grip provided with luminaire. Provide adequate
length to extend minimum 2 feet out of hand hole.

10. Execution: All luminaires shall be plumb and level. Adjust lamp
Type Il cutoff. All lamps shall be operational prior to inspection. All surfaces shall be cleaned
of dirt, debris, etc. free of scratches, dents, etc.

11. Method of Measurement:

socket assembly to Type Il or

See City of Columbus specifications section 1000.19 or ODOT section

625.20.
12. Basis of Payment: See City of Columbus specifications section 1000.20 or ODOT section
625.21.
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9.  Cable:  Provide #12 THWN, stranded copper 600V, 90 degrees Celsius conductors.  Wire to     luminaire.  Secure pole wiring with cable grip provided with luminaire.  Provide adequate     length to extend minimum 2 feet out of hand hole. 10.  Execution:  All luminaires shall be plumb and level.  Adjust lamp socket assembly to Type II or     Type III cutoff.  All lamps shall be operational prior to inspection.  All surfaces shall be cleaned     of dirt, debris, etc. free of scratches, dents, etc. 11.  Method of Measurement:  See City of Columbus specifications section 1000.19 or ODOT section     625.20. 12.  Basis of Payment:  See City of Columbus specifications section 1000.20 or ODOT section     625.21.
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